
HOSE PRODUCTS

SAND BLAST HOSE AND COUPLINGS

A tough hose for extreme service in blasting and shot applications. Tube is tough abrasion resistant, static dissipating
rubber.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX. WT/C. FT. STANDARD LGTH/FT. PRODUCT CODE

1/2" 1.10 150 41 50 17657

3/4" 1.500 150 71 50 17673

1” 1.875 150 108 50 17674

1 ¼” 2.156 150 131 50 17675

1 ½” 2.375 150 145 50 17676

2” 2.88 150 175 50 17677

SAND BLAST COUPLINGS
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SIZE
ALUMINUM
CPLG

BRASS
CPLG

ALUMINUM
NOZZLE HOLDER

BRASS
NOZZLE HOLDER

ALUMINUM ADAPTERS

3/4” 09328 09340 09329 09344 crowfoot
pipe thread

female
pipe thread1” 09330 09341 09331 09345

1 ¼” 09332 09342 09333 09346 1 ¼" 09337

1 ½” 09334 09343 09335 09347 1 ½” 09338

Replacement Gaskets 09350
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HOSE PRODUCTS

STEAM HOSE - 250 PSI

Designed for saturated steam pressures up to 250 PSI and temperatures up to 450ºF. High strength double wire
reinforcement and quality rubber compounds provide the dependable ruggedness required for steam hose application.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX WT/C. FT. STNDARD LNTH/FT. PRODUCT CODE

1/2" 1.06 250 40 500 16893

3/4" 1.28 250 49 500 16894

1" 1.63 250 78 500 16895

50 FOOT LENGTHS

Sold in 25’ or 50’ lengths only.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX WT/C. FT. STAMDARD LGTH/FT. PRODUCT CODE

1/2" 1.006 250 40 50 16877

3/4" 1.280 250 49 50 16878

1" 1.63 250 78 50 16879

1¼” 1.815 250 110 50 16880

1½” 2.110 250 123 50 16881
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2” 2.660 250 162 50 16882
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HOSE PRODUCTS

TAR/ASPHALT HOSE

HOT TAR AND ASPHALT HOSE - RUBBER

For conveying hot tar, asphalt, and oil at temperatures up to 350˚F in continuous service and intermittent service up
to 400˚F. Replaces heavy, hard metal hose installations. Easy to bend into loading position, no internal corrugations
to become clogged with congealed asphalt. Can be used for regular petroleum application during off season. Can be
used for both discharge and full vacuum service.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

2" 2.63 150 150 100 17762

3" 3.75 150 280 100 17763

HOT TAR AND ASPHALT HOSE - METAL

Hose available in any length to 60 ft.

A flexible, heavy duty, fully interlocked galvanized steel hose designed for handling hot asphalt products. End fittings
are reusable, pack-on malleable iron with male IPT or female swivel IPT. Standard lengths in stock.
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SIZE I.D.
HOSE
PRODUCT CODE

MALE IPT FEMALE IPT

3" 17752 09353 09354

1” X 25 FT. LONG RUBBER PATCHING HOSE
COUPLED MALE X MALE IPT - BANDED ON HOSE

PRODUCT CODE

17774
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HOSE PRODUCTS

TFE HOSE

SMOOTH BORE TFE - MEDIUM PRESSURE - STAINLESS STEEL BRAIDED HOSE

PRODUCT CODE PART # HOSE SIZE MINIMUM BEND RADIUS *OPERATING PRESSURE BURST PRESSURE

32003 T1167-03 3/16" 2.00 INS. 3000 15000

32004 T1167-04 1/4" 2.00 3000 15000

32005 T1167-05 5/16" 3.00 3000 14000

32006 T1167-06 3/8" 4.00 2500 12000

32008 T1167-08 1/2" 5.20 2000 10000

32010 T1167-10 5/8" 6.50 1750 8500

32012 T1167-12 3/4" 7.70 1500 6000

32016 T1167-16 1" 9.00 1000 4000

32020 -20 1¼" 11.00 1000 4000

*4-1 Safety factor. Temperature Range: -100˚F to + 500˚F (-73˚C to +260˚C)

MALE NPT - FOR SMOOTH BORE HOSE

PRODUCT CODE BRASS PART # PRODUCT CODE STAINLESS PART # THREAD SIZE HOSE SIZE

32041 110003 32055 100003 1/8" -03
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32043 110004 32057 100004 1/4" -04

32044 110005 32058 100005 1/4" -05

32045 110106 32059 100106 1/4" -06

32046 110006 32060 100006 3/8" -06

32048 110008 32062 100008 1/2" -08

32049 110010 32063 100010 1/2" -10

32050 110012 32064 100012 3/4" -12

32051 110016 32065 100016 1" -16

37˚ JIC FEMALE SWIVEL - FOR SMOOTH BORE HOSE

PRODUCT CODE BRASS PART # PRODUCT CODE STAINLESS PART # THREAD SIZE HOSE SIZE

32070 110203 32080 100203 3/8-24 -03

32071 110204 32081 100204 7/16-20 -04

32072 110205 32082 100205 1/2-20 -05

32073 110206 32083 100206 9/16-18 -06

32074 110208 32084 100208 3/4-16 -08

32075 110210 32085 100210 7/8-14 -10

32076 110212 32086 100212 1-1/16-12 -12

32077 110216 32087 100216 1-5/16-12 -16

32094 - 20 Carbon Steel female JIC available from stock.

45˚ SAE FEMALE SWIVEL - FOR SMOOTH BORE HOSE

PRODUCT CODE BRASS PART # THREAD SIZE HOSE SIZE

32090 110306 5/8-18 -06

Other fittings available include female pipe, two-bolt flange, male inverted flare in straight, 45˚ or 90˚ elbows, sanitary tri clamps, SAE 45˚ or 90˚
female swivel elbows and adapters in various standard configurations. Materials include 300 series stainless steel, CA360 brass, and plated carbon
steel.

CONVOLUTED TFE - STAINLESS STEEL BRAIDED HOSE

PRODUCT
CODE

PART #
NOMINAL
I.D.

MINIMUM BEND
RADIUS

*OPERATING
PRESSURE

VACUUM
RATING**

BURST
PRESSURE

32250 T1568-06 .375 1.00 INS 1000 28" Hg Vac 4000

32251 T1568-08 .500 1.50 1250 28" Hg Vac 5000



32252 T1568-10 .625 2.00 1400 28" Hg Vac 5600

32253 T1568-12 .750 2.00 1100 28" Hg Vac 4400

32254 T1568-16 1.000 3.00 1000 25" Hg Vac 4000

32255 T1568-20 1.250 6.25 1000 20" Hg Vac 4000

32256 T1568-24 1.500 4.50 750 12" Hg Vac 3000

32257 T1568-32 2.00 5.25 500 5" Hg Vac 2000

32258 T1568-24HV 1.500 7.50 800 28" Hg Vac 3200

32259 T1568-32HV 2.00 10.00 575 28" Hg Vac 2300

*4-1 Safety factor. Temperature Range -65˚F to +400˚F (-54˚C to +204˚C)
Available with black conductive Innercore with 300 series stainless steel braid. Also available Nomex or Dacron braid.
Maximum length 100 feet.
**Vacuum rating will vary depending on increase in temperature.

MALE NPT - HEX - FOR CONVOLUTED HOSE

PRODUCT CODE STEEL PART # PRODUCT CODE STAINLESS PART # THREAD SIZE HOSE SIZE

32275 123008 32285 103008 1/2 " -08

32276 123013 32286 103012 3/4" -12

32277 123016 32287 103016 1" -16

32278 123020 32288 103020 1¼" -20

32279 123024 32289 103024 1½" -24

32280 123032 32290 103032 2" -32

37˚ JIC FEMALE SWIVEL - FOR CONVOLUTED HOSE

PRODUCT CODE STEEL PART # PRODUCT CODE STAINLESS PART # THREAD SIZE HOSE SIZE

32310 123208 32318 103208 3/4 - 16 -08

32311 123212 32319 103212 11/16 - 12 -12

32312 123216 31320 103216 15/16 - 12 -16

32315 123232 32323 103232 2½ - 12 -32

Other fittings available are sanitary tri clamp and flanged. Materials are carbon steel and 316 series stainless steel. Also available TFE coated.

CONVOLUTED CHLORINE/BROMINE TRANSFER HOSE



Available as assemblies only - maximum length 50 feet - Convoluted white (non-conductive) innercore with a double
braid of Kynar monofilament and a vented C.P.E. jacket. Maximum recommended working pressure 375 P.S.I. (5 to 1
safety factor). Temperature range -40˚F to 120˚F (-40˚C to +49˚C).

THE TFE MASTER - TFE LINED RUBBER COVERED HOSE

Extremely flexible - FDA/Chemical Resistant TFE tube excellent for conveying and transferring a variety of products in
plants, trucks, barges, ships, or storage tanks. TEMPERATURE: -40˚F to +300˚F Normal Service.

Construction: Tube TFE - FDA Approved - Chemical Resistant
Reinforcement: Synthetic high tensile textile with steel wire helix
Cover: Blue EPDM w/yellow lay line
Couplings - Permanently attached - Swaged • Crimped • Internally Expanded

SIZE I.D. SIZE O.D. APPROX WT/ C FT WORKING PRESSURE MIN BEND RADIUS VACUUM RATINGS PRODUCT CODE

2" 2.55" 114 200 6" 30 16804

3" 3.59" 178 150 9" 30 16806
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HOSE PRODUCTS

VINYL TUBING - FOOD GRADE - PVC

Clear non-toxic tubing. Has resistance to oils, acids, alkalis and many solvents except esters, ketones and aromatic
hydrocarbons. F.D.A. approved for potable liquids and drinking.

SIZE I.D. SIZE O.D. STD. BOX QTY. FT. PRODUCT CODE

1/8" 1/4" 100 17995

3/16" 1/4" 100 17996

3/16" 5/16" 100 18001

3/16" 3/8" 100 18002

1/4" 3/8" 100 18013

1/4" 1/2" 100 18019

5/16" 7/16" 100 18020

3/8" 1/2" 100 18031

3/8" 9/16" 100 18033

3/8" 5/8"" 100 18037

1/2" 5/8" 100 18048

1/2" 3/4" 100 18054

5/8" 7/8" 100 18105
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3/4" 1" 50 18126

7/8" 13/8" 50 18147

1" 1¼" 50 18153

1" 13/8" 50 18154

1" 1½" 50 18155

1¼" 1½" 50 18161

1¼" 1¾" 50 18167

1½" 1¾" 50 18173

1½" 2" 50 18174

1¾" 2¼" 50 18178

2" 23/8" 50 18180

2" 2½" 50 18181

2½" 3" 50 18184

3" 3½" 50 18185

4" 4¾" 50 18188

REINFORCED TUBING - FOOD GRADE - PVC

Clear non-toxic, F.D.A. approved tubing. Used in food processing, and conditions requiring see-thru flow.

TEMPERATURE RANGE: -10˚F to +130˚F

SIZE I.D. SIZE O.D. WORKING PRESSURE STANDARD REELS/FT. PRODUCT CODE

1/4" 7/16" 250 300 18232

5/16" 1/2" 200 300 18233

3/8" 5/8" 200 300 18234

1/2" 3/4" 200 300 18240

5/8" 7/8" 200 300 18241

3/4" 11/32" 150 300 18242

1" 15/16" 125 200 18243

1¼" 1¾" 100 100 18244

1½" 2" 75 100 18250

2" 2½" 75 100 18251



POLYETHYLENE TUBING - NATURAL

SIZE I.D. SIZE O.D. STD. BOX QTY. FT. PRODUCT CODE

1/8" 1/4" 100 18352

3/16" 5/16" 100 18353

1/4" 3/8" 100 18354

5/16" 7/16" 100 18355

3/8" 1/2" 100 18356

1/2" 5/8" 100 18357

3/4" 1" 100 18358

1" 1¼" 100 18359

NEOPRENE & GUM TUBING

  

SIZE I.D. SIZE O.D. NEOPRENE GUM

1/4" 3/8" 18599 18460

1/4" 1/2" 18600 18461

3/8" 1/2" 18606 18466

3/8" 5/8" 18607 18467

1/2" 3/4" 18613 18473

1" 1¼" 18630 18485

2" 2½" ---- 18486

2½" 3" ---- 18487

2½" 3¼" ---- 18488



6" 6½" ---- 18584

7" 7½" ---- 18585

8" 8½" ---- 18586

9" 9½ ---- 18590

10" 10½" ---- 18587

12" 12½" ---- 18588

14" 14½" ---- 18589

24" 24½" ---- 18595*

*Available in 12’ max lengths
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HOSE PRODUCTS - WATER SUCTION / DISCHARGE HOSE

HEAVY DUTY PVC WATER SUCTION HOSE

Extremely Flexible - Lighter in weight than rubber

Durable - Easy to handle

Recommended for industrial, construction, and agricultural applications handling mild acids, sewage, air, and water.
Temperature range - 10˚F to +130˚F.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX WT/C. FT. STANDARD LGTH/FT. PRODUCT CODE

GREEN CLEAR

3/4" 1.00 100 20 100 17130 17106

1" 1.25 90 27 100 17131 17107

1¼" 1.50 90 34 100 17132 17108

1½" 1.84 90 47 100 17133 17109

2" 2.37 70 67 100 17134 17110

2½" 2.90 65 94 100 17135 17111

3" 3.46 55 123 100 17136 17112

4" 4.53 50 189 100 17137 17113

5" 5.58 45 303 100 17138 ----
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6" 6.80 45 458 100 17139 17119

8" 8.90 40 710 20/30 17140 ----

ALL WEATHER SUCTION HOSE

Black EPDM rubber tube with green polyethylene helix. corrugated wall, smooth interior. Excellent flexibility and
durability. Good resistance to light chemicals and fertilizer solutions. Excellent for septic service and transferring light
abrasives. Temp. Range -30˚F to +140˚ F

SIZE I.D. SIZE O.D. WORKING* PRESSURE APPROX. WT/C FT. MIN. BEND RAD. @ 68˚F PRODUCT CODE

1½" 1.96 60 .49 6 17250

2" 2.49 60 .69 9 17251

3" 3.60 50 1.21 12 17252

4" 4.69 45 1.83 17 17253

6" 6.86 35 3.84 27 17254

* Vacuum Rating @ 68°F 1½"- 4": 28" Hg Vac, 6": 20" Hg Vac

ROYALFLEX P-1196 - WATER SUCTION HOSE

ROYALFLEX lightweight hose is extremely rugged and requires little maintenance. So fundamentally different, it can’t
be compared to any other suction hose. Royalflex is lighter in weight, has higher working pressure, and greater
flexibility than conventional water suction hose. The P-1196 cover compound offers superior resistance to abrasion,
cuts, gouges, mildew, and ozone. This hose offers maximum service at construction sites and in industrial service.
Royalflex P-1196 is available with safety color coded blue cover for water service.



SIZE I.D. SIZE O.D. WORKING* PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1½" 2.000 300 81 100 17278

2" 2.500 300 109 100 17279

2½" 3.000 300 132 100 17280

3" 3.500 250 194 100 17281

4" 4.438 200 272 100 17282

RUBBER WATER SUCTION HOSE

Extremely durable, heavy duty hose designed for rough and tough service applications. Black smooth rubber tube,
high tensile wire inserted in multiple plies of fabric. Tough abrasion resistant cover. The solution to those hard to
handle suction hose requirements.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1¼" 1.430 200 65 100 17220

1½" 1.930 125 76 100 17199

2" 2.450 125 104 100 17200

2½" 2.960 100 150 100 17201

3" 3.460 100 176 100 17202

3½" 4.125 75 194 100 17203

4" 4.719 75 246 100 17204

4½" 5.125 75 335 100 17205

5" 5.719 75 381 100 17206

6" 6.875 75 470 100 17207

8" 8.938 75 959 20 17208



10" 10.938 75 1195 20 17209

12" 12.920 75 1465 20 17210

RUBBER WATER DISCHARGE HOSE

Designed for pressure and abrasion in discharge applications. Black tube and cover.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1½" 1.81 150 36 100 17293

2" 2.32 150 50 100 17294

2½" 2.80 150 60 100 17295

3" 3.31 150 86 100 17296

3½" 4.00 150 106 100 17297

4" 4.33 150 120 100 17298

4½" 5.10 150 140 100 17299

5" 5.56 150 160 100 17300

6" 6.38 150 199 100 17301

8" 8.46 150 289 100 17302

10" 10.63 150 510 50 17303

MILL DISCHARGE HOSE

Combines flexibility, ease of handling and economy. Black rubber tube with a woven synthetic mildew resistant jacket.
Excellent for contractor’s discharge service. Not recommended for fire fighting or protection under severe pressure or
abrasive conditions. Expansion rings or short shank water hose couplings recommended.



SIZE I.D.. TEST PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1½" 250 24 50/100 19911

2" 250 32 50/100 19912

2½" 250 40 50/100 19913

3" 250 48 50 19914

4" 250 66 50 19915

Couplings: See Hose Couplings

OIL RESISTANT DISCHARGE HOSE

Lightweight
Kink resistant
Compact easy to handle and store
Durable high abrasion resistance

SIZE I.D. WORKING PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1½" 200 32 200 17193

2" 200 40 200 17194

2½" 175 50 200 17195

BLUE PVC WATER DISCHARGE HOSE

Blue Polyvinyl and Nylon Discharge hose is strong, extremely lightweight, and weather resistant.

SIZE I.D. WORKING* PRESSURE APPROX. WT/C FT STANDARD LGTH/FT. PRODUCT CODE

1½” 80 20 300 17151

2” 80 28.3 300 17152

2½” 65 31 300 17153

3” 80 39.3 300 17154

4” 70 55 300 17155

6” 60 88 300 17161

8” 35 130 300 17162

10” 35 200 300 17163

12” 35 243 300 17164



14” 30 270 300 POI

16” 30 308 300 POI

* -5°F/+130°F

RED PVC WATER DISCHARGE HOSE - HEAVY DUTY

Use where higher working pressures are required. Lightweight - easy to handle and durable.

SIZE I.D. WORKING* PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1½” 150 18 300 17174

2” 100 26 300 17175

2” 150 35 300 17173

2½” 150 31 300 17176

3” 100 41 300 17177

3” 150 55 300 17179

4” 150 57 300 17178

6” 150 103 300 17180

8” 115 178 300 17182

* -5°F/+130°F

GREEN PVC WATER DISCHARGE HOSE - HEAVY DUTY

Use where higher working pressures are required. Lightweight - easy to handle and durable.



SIZE ID WORKING* PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1½” 200 26 300 17184

2” 200 35 300 17185

2½” 175 40 300 17186

3” 200 67 300 17187

4” 200 113 300 17188

6” 150 218 300 17189

8” 150 341 300 17190

* -5°F/+130°F

LIGHT DUTY RUBBER WATER DISCHARGE HOSE

Slightly lower working pressures - designed for lighter duty service under less abrasive conditions.

SIZE I.D. SIZE O.D. WORKING PRESSURE APPROX. WT/C FT. STANDARD LGTH/FT. PRODUCT CODE

1½” 1.78 100 42 100 17314

2” 2.28 100 55 100 17315

2½” 2.79 100 68 100 17316

3” 3.29 100 81 100 17317

4” 4.20 100 107 100 17323
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OUR MISSION

is to continue to build our business on the solid foundation of ethics, service and reliability.

OUR INTENTION

is to profit, but only is such a manner as to be compatible with these guidelines.

Our combined years of experience in the industrial rubber industry is substantial and because of this we feel
uniquely qualified and deeply honored to serve the industrial rubber needs of our customers.

TERMS AND CONDITIONS

Payment: Net 30 days, subject to credit approval. Discounts improperly taken will be charged back. A service charge of 1½% per
month will be made on all delinquent accounts.
Freight: Full freight allowed on orders of $2,500 net or more to one destination East of the Mississippi.
Prices: Subject to change without notice.
Warranty: All products are guaranteed against defective material and/or workmanship. Warranty or guarantee is limited to the
purchase of merchandise only.
Credit: Permission must be granted before any merchandise can be returned for credit. A return Authorization Number must
accompany all returned merchandise.

MAILING ADDRESS

FLORIDA
Warehouse / Sales Office
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2120 Edgewood Drive So.
Lakeland, FL 33803

GEORGIA
Warehouse / Sales Office
4754-F. N. Royal Atlanta Dr.
Tucker, GA 30084

Remit to:
P.O. Box 777
Eaton Park, FL 33840

PHONE

lakeland office/warehouse

Local: 863-665-6115
Fax: 863-665-4540
Toll Free: 800-282-1734

atlanta office/warehouse

Local: 770-934-6062
Fax: 770-934-9024
Toll Free: 800-647-3743

Copyright 2009 - by Rubber & Accessories, Inc. All rights reserved. No part of this catalog may be reproduced or transmitted in any form or by any
means, electronic or mechanical, including, but not limited to, photocopy, recording or information storage without permission in writing from the
publisher.
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